
Boat Canopy Raising Guide 

Follow these precise steps to raise your Amtrim canopy safely and correctly from its down position: 

 

1. Remove any boot storage covers or securing bungees from the canopy and unroll the fabric 

from the framework. No need to fasten the rear half of the canopy to the fittings yet. Ensure 

that the top zip on the front half of the canopy is easily accessible. 

 

 

 

 

 

 

 

2. While supporting the rear framework, remove the pins holding the support legs to the stern 

rail. 

 

 

 

 

 

 

 

 

 

3. Lift the rear half of the canopy and bring it forward to meet the front half. Now, you can zip 

the two halves together. 

 

 

 

 



4. Fix the rear of the canopy to the turn buttons on the stern rail.  

 

 

 

 

 

 

 

 

5.   If it feels tight, you may need to loosen the four front tensioning straps and the two hatch straps 

on the roof of your boat. Remember to re-tension these straps after fixing the rear turn buttons. 

 

 

 

 

 

 

 

 

6.  Install the side panels, starting with the two highest, most central turn buttons first to 

prevent the panels from swinging down into the water. Ensure all clips are securely fastened and 

framework is in it’s correct position, covering the seams. 

 

 

 

 

 

 

 

With these steps completed, your Amtrim canopy is now raised. 


